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Power Requirements of Xilinx Solutions in Typical Applications

This information is intended to provide the designer with a general understanding of the power steady state requirements
of Xilinx FPGA and CPLD families in typical applications. Please refer to the Xilinx Power Estimators, available at
www.xilinx.com/power, for closer approximations specific to individual FPGA and CPLD devices and applications.

Power Requirements of Xilinx FPGA and CPLDs Families

Spartan™-II Spartan™-IIE Spartan™-3/3E/3L* Virtex™-II Virtex-1l Pro™ | Virtex™-4 CoolRunner™-||
Veeint (core) 25V £5% 1.8V +5% 1.2V £5% 1.5V +5% 1.5V +5% 1.2V £5% 1.8V +5%
@200mAto2A @200mAto2 A @200mAto5A @300mAto10A @300mAto10A @200mAto5A @ 15 mA to 150 mA
Veeo (/0) 33V, 25V 33V,25V,18V 33V,30V,25V,1.8V, 33V,25V,1.8V 33V,25V,18V 33V,3.0V,25V,18V, 33V,25V, 1.8V,
and/or 1.5V +5% and/or 1.5V £5% 1.5V and/or1.2V +5% and/or 1.5V 5% and/or 1.5V +5% 1.5V and/or 1.2V +5% and/or 1.5V £7%
@50mAto500mA @50mAto500mA @50 mAto6A @50mAto3A @50mAto3A @50mAto15A @ 65 mA to 550 mA

ey — — 25V +5% 33V 5% 25V +5% 25V +5% —

@ 600 mA (max) @300 mA (max) @300 mA (max) @ 300 mA (max)
Digital Voltages above. Analog voltages for Rocketl0™ Multi-Gigabit Transceiver (MGT) below.
AVeeauxTx — = - — 25V 5% 12V £5% —
@60 mA/MGT @113 mA
AVECAUXRX — = — — 25V +5% 12V 5% —

@35 mA/MGT @160 mA

AVqry — — — — 18V1t02625V 12V to 1575V —
@15mA/MGT @50 mA
AV1gx — — — — 18Vt02625V  1.0Vt02625V —

@30 mA/MGT @ 12mA

TI's Power Reference Designs for Xilinx FPGAs and CPLDs

* Spartan-ll/Spartan-IIE............. Pages 4 -5 o Virtex-4....oooeeeeeeeeren Pages 11 - 12
* Spartan-3/3E/3L ...ccuuuuruuuunnnnnnn. Pages 5 - 7 ¢ CoolRunner-ll.....ccccuvvuuuunnnnn. Pages 13 - 14
e Virtex-ll/ Virtex-1l Pro............... Pages 8 - 10

Complete schematics, bills of materials and additional designs available at:
power.ti.com/xilinxfpga
Questions? fpgasupport@list.ti.com

Important Design Considerations: Vecor but only if Voo does not have excessive noise. Changes in Veeaux

« The shown power solutions are for applications guidance. Please visit the voltage beyond 200 mV peak-to-peak should take place at a rate no faster

Tl website for the latest updated information. than 10 mV per milli-second.

- Startup currents for charging bulk and decoupling capacitors can be large. These designs meet Xilinx's Veeinr and Veco startup profile requirements,

Each design includes two or more of the following good power supply where applicable, including monotonic voltage ramp, current and power

design practices to prevent these currents from forcing the point-of-load voltage ramp time requirements.

converter into thermal shutdown and/or excessively loading the input The designs show the most common V¢ voltages, 2.5V or 3.3 V. Other

supply, either of which could prevent the point-of-load converter from voltages can be supported by interchanging the depicted DC/DC converter

reaching regulation. with devices from the same family, assuming that the linear regulator

© Integrated high threshold under-voltage lockout (UVLO) circuit or does not exceed its power dissipation rating. Refer to the selection guides

external SVS to prevent the converter from turning on until the input on pages 16 - 17 for alternatives.
supply reaches regulation. .. . . . .
i . . . . Only the minimum input and output capacitors for each IC are given in
o Soft-starting each power rail, especially for fast-starting linear . . i .
Lati the schematics. Larger bulk and/or bypass capacitors will be required
regulations.
9 i i . between the input supply and DC/DC converters depending on the
o Sequencing of the power rails, even though not explicitly by the FPGA. . .
placement of the input supply relative to the converters. Each FPGA also

» Vceaux powers time-critical resources in the FPGA, including the Digital
Clock Managers (DCMs). Therefore, this supply voltage is especially

susceptible to power supply noise. Vocaux can share a power plane with

requires a minimum amount of bypass capacitance on each power rail

as specified by Xilinx.
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Tl Recommended DC/DC Converters for Powering Xilinx FPGAs and CPLDs

Digital Voltages Analog Voltages
Low Dropout Switching Switching Switching Low Dropout
(LDO) DC/DC Converters DC/DC Controllers DC/DC (LDO)
Linear Regulators (Integrated FET) (External FET) Modules Linear Regulators
to3A to9A to20 A to30A to15A
TPS75003
TPS79xxx
Spartan il TPS786xx TPS54xxx TPS6420x PTH Series —
TPS703xx TPS400xx
UC382-x
TPS75003
TPS79xxx
Spartan™-I1E TPS786xx TPS54xxx TPS6420x PTH Series —
TPS703xx TPS400xx
UC382-x
TPS75003
TPS79xxx
Spartan™.-3/3E/3L TPS786xx TPS54xxx TPS6420x PTH Series —
TPS704xx TPS400xx
UC382-x
TPS75003 TPS51020
Virtex™-11 TPS79xxx TPS54xxx TPS6420x PTH Series =
TPS786xx TPS400xx
TPS75003
TPS75003 TPS51020 UC3821
Virtex-Il Pro™ TPS79xxx TPS54xxx TPS6420x PTH Series TPS79xxx
inex-irro TPS786xx TPS400xx TPS786xx
TPS75003
TPS79xxx UC3821
Virtex™-4 TPS786xx TPS54xxx TPS51020 PTH Series TPS79xxx
TPS75003 TPS75003 TPS786xx
TPS799xx
CoolRunner™-Ii TPS736xx TPS61020 = = =
TPS712xx TPS61130

Tl Linear Regulators require additional circuitry in order to provide soft-start on power-up.
These recommended DC/DC converter products have been tested and endorsed by Xilinx to power the listed FPGAs.

Digital voltages may be powered by either linear or switching DC/DC r

* Low Dropout (LDO) Linear Regulators ”

O

Easiest, smallest, and most cost-effective type of DC/DC
converter to implement.

Typically just requires the addition of a small input
capacitor and output capacitor for stability.

Exhibit low noise and therefore are ideal for powering
analog voltages.

Recommended for low power applications only due to
generally low efficiency (LDO Eff = Vgy1/Viy X 100%) and
resulting heat. Ensure the application does not violate
the regulator’s maximum allowable power dissipation.
Refer to Tl Application Note SLVA118 ‘Digital Designer’s
Guide to Linear Voltage Regulators and Thermal
Management’ for guidance.

Low dropout performance needed to support small

V| to Vour voltage differential.

+ Switching DC/DC Converters Q

O

O

O

O

Easiest, smallest, discrete IC, switching DC/DC solution
to implement due to integration of the FETs.

Require the addition of an inductor and capacitors for
the output filter.

Use fixed output voltage, internally compensated
devices to minimize component count and simplify
implementation.

Using adjustable output voltage TPS54xxx devices
instead of fixed output options allows for external

s. Analog voltages require linear regulators for minimal noise.
Please see the selection guides on pages 16 and 17 for electrical specifics of the recommended devices.

DC/DC Converter Selection Considerations

compensation, resulting in a smaller solution due
to the ability to minimize the inductor and use ceramic
capacitors.

o Exhibit switching noise.
o Up to 95% efficient, giving a much cooler solution than
a linear regulator, but due to the power dissipation in
the internal FETs, switching DC/DC converters support

only up to about 9 A.

» Switching DC/DC Controllers
o More cost-effective than DC/DC converters, but
consume more board space and are more challenging
to implement as they require the addition of external

FETs.

»

o Can support high-current applications, limited only
by the controller’s drive and the external FET’s power
dissipation capabilities.

* Modules m

o Easiest switching DC/DC solution available. The module
solution is complete, needing only the addition of an
input and output capacitor for stability.

© Double-sided modules save board space.

o Full environmental qualification and EMI reports
are available.
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Spartan™-Il/ Spartan™-11E Design 1

Dual-Channel Low Dropout (LDO) Linear Regulator-Based, 800-mA V¢ r Solution
for Spartan-IIE, 950-mA V¢ Solution for Spartan-II

* Dual channel LDO in PowerPAD™ package 5-V Input Supply
o

saves cost and space.

* U1 monitors the input supply.

+ Q1 is used to provide soft-start to Vet

+ Sequencing Vo, then VeenT-

* U2 is limited to 2W @ T, = 55°C and no
airflow due to power dissipation. Its
maximum output current is split between
the rails.

U2

TPS70358 for Spartan-II
TPS70351 for Spartan-lIE

1-A/2-A Dual LDO Reg

VIN1

VDD CT SNS/RESN

TLC7705 RST

CTRL GND /RST
'

/MR1
/MR2

/SEQ

/EN
VIN2

/RESET VSENSE2
GND

vouT1

33V

Up to 950 mA for Spartan-II
Up to 800 mA for Spartan-IIE

Digital

C2

VSENSE1 pumm

T
T

2.5V Up to 950 mA for Spartan-Il
1.8 V Up to 800 mA for Spartan-IIE

Vcco

Digital

LI,

a7

VCCINT

Spartan™-ll/ Spartan™-IIE Design 2

Single-Channel LDO-Based, 1-A V¢ Solution for Spartan-lIE, 1.2-A Vet

Solution for Spartan-Ii

* Independent linear regulators allow higher 5-V Supply/Adaptable to 3.3V

power dissipation than an integrated
dual-channel solution.

 Linear regulator solution saves cost and
space over switching DC/DC solution.

* U1 monitors the input supply.

* Q3 is used to provide monotonic soft-start
to Veein-

+ Sequence is Veont then Veeo.

* U2 is current limited @ T = 55°C and no
airflow, due to power dissipation.

* Reduce cost by using lower current LDOs
from U2, U3.

» Adapt to 3.3-V input:
°o Omit U3
o Replace TPS3809K33 with TPS3809L30
© With the lower V| to U2, the LDO can

now support higher currents.

uz

TPS78625 LDO for Spartan-II
TPS79618 LDO for Spartan-lIE

VN 15-ALDO

2.5V Up to 1.2 A for Spartan-ll
1.8V Up to 1.0 A for Spartan-lIE

Spartan-IIE only. Omit for
Spartan-Il and connect to EN.

R4

Digital
VCCINT

EN  15-ALDO

VIN

33VUpto15A

GND BYP

1HH

Complete schematics available at: power.ti.com/xilinxfpga

ca

Digital
Veco
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Spartan™-IIE Design 3*
Switching DC/DC Controller-Based, 3-A V¢, Solution

* Tiny SOT-23 switching DC/DC controller 5-V Supply/Adaptable to 3.3V~ m rﬁr;);m;st—h;n;}t—sugpr%;—ﬂ

(U2) delivers up to 3 A at ultra-low cost. ? w YW l | low-cost discrete circuit is available |
« U1 monitors the input supply. Tpsbizta ‘ | at powerdi.com/xilinxfpga

) e e —— ———
* Vient soft-starts from internal soft-start = c,i
o 0 lor Spartan-|

of U2. . —- = L1 f::zﬂ::oggzo;:a:an-::E Digital
+ Sequence is Vgont then Veeo. VeeINT
« Size Q1 for the appropriate amount of e sugfr:s"

current up to 3 A. I 6

» Current sense resistor R1 gives more pre- =  TLe7s

cise current limit; omit and connect ISNS
to drain of Q1 to save cost and space.

* Reduce cost by using lower current LDOs
from the TPS79xxx family for U3.

» Adapt to 3.3-V supply:

o Omit U3 circuit = EN  15ALDO 33VUpto15A Digital
o Replace TLC7705 with TLC7733 viN Vcco
GND  BYP

*For Spartan-I, see power.ti.com/xilinxfpga

Spartan™-3/3E/3L Design 1
Triple Supply with External Sequencing Provides 2 A for V¢t

« TPS75003 has two, up to 95% efficient, R

up to 3-A buck controllers and one
300-mA LDO in a condensed 20-pin QFN sV S - ST
package. 2

» External capacitor controlled soft-start Vours [""’"“m@“
for all 3 supplies. RST Vecinr

+ Soft-start sequence is Vecaux: Veeint: EN3
then Vo with help from the TPS3808

supervisor.
» TPS3803 supervisor is needed because
the 1.2-V Ve nT cannot drive the DC/DC

of EN2, which needs 1.4 V. ' 1 =
* Easily redesigned for Vjy = 3.3V and/or I
other output power levels with design l_vmzsv@m,,m
software. 2w J_m foonx
=w l
v

Complete schematics available at: power.ti.com/xilinxfpga
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Spartan™-3/3E/3L Design 2
Triple Supply Provides 2 A for Vet

TPS75003 has two, up to 95% efficient, up
to 3-A buck controllers and one 300-mA
LDO in a condensed 20-pin QFN package.
External capacitor controlled soft-start for
all 3 supplies.

Start-up sequence is Voint Vecaux: then
Veco. but can be changed by altering the
EN pin connections.

Easily redesigned for V|5 = 3.3V and/or
other output power levels with design
software.

See power.ti.com/xilinxfpga for more designs.

5V

u1
TPS75003RHLR )

7 =R5
=

Vours

Vour

cs

i

12V@2A

<]

=
1 —pt
lmm g

+_L _L Veeinr

33V@2A

+_L _L Veco

c14

o
3
AL JAAA|_1 1l
[ A%
3

25V @300 mA

AN

4‘("‘("‘("

Veeaux

c12

<+

=
B

Spartan™-3/3E/3L Design 3
Switching DC/DC Controller-Based, 3-A V¢, Solution

5-V Input Supply/Adaptable to 3.3V

Tiny SOT-23 switching DC/DC controller
(U2) delivers up to 3 A at ultra-low cost.
U1 monitors the input supply.

VceinT soft-starts from internal soft-start of
U2. Vo soft-starts using Q4 circuitry with
u4.

Sequence is VCC|NT then VCCAUX then Vcco,
but can be changed by altering the EN pin
connections.

Size Q3 for the appropriate amount of
current up to 3 A.

Current sense resistor R4 gives more
precise current limit; omit and connect

ISNS to drain of Q3 to save cost and space.

Reduce cost by using lower current LDOs
from the TPS79xxx family for U3, U4.
Adapt for 3.3-V input supply:

©o Omit U4 circuit

o Replace TLC7705 with TLC7733

3.3 V Configuration

o

RST
CTRL GND /RST
—

TLC7705

VoD ¢T SNs/REsN [

u2
TPS?4203
BUCK CONTROLLER
VIN ISNS

JEN

12VUpto3A

vout

1

2.5V Up to 250 mA

IC?

P ————————— e
|U1 monitors the input supply. A |

| low-cost discrete circuitis available |
| at power.ti.com/xilinxfpga

Digital
VCCINT

GND BYP

c4

33VUpto15A

Digital
VccAux

Digital

MSOP8PWP

CE_L
L

o _L [l [ M_L Vcco

The Spartan-3 configuration and JTAG ports commonly use signals with a 2.5-V swing. Alternatively, it is possible to use
3.3-V signals simply by adding a few external resistors. The 3.3-V signals can cause a reverse current that flows from
certain configuration and JTAG input pins, through the FPGA, to the Vccayx power rail. It is necessary to limit this
current to 10 mA (or less) per pin, and to manage the reverse current flowing out of the Vocayx pins. Please see the

web for solution recommendations.

Complete schematics available at: power.ti.com/xilinxfpga
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Spartan™-3/3E/3L/ Design 4
Dual LDO-Based, 900-mA V¢t Solution

Dual channel LDO in PowerPAD™ package
saves cost and space.

U1 monitors the input rail supply.

Q1 and Q2 provide monotonic soft-start to

Veeint and Vecaux:
Soft-start provides sequencing Vo iyt then

Veeaux:
U2 is limited to 2W @ T, = 55°C and no

airflow, due to power dissipation.

3.3-V Input Supply

jTiCZ

— a1 12V@09A
= Veent
=

.||_‘)1"
H

25V @250 mA

R2 +%ca oo An‘:zu -Lc"’% Veenux
B %ns N

Spartan™-3/3E/3L Design 5

Single-Channel LD0-Based, 800-mA to 1.4-A V., Solution

Independent linear regulators allow higher

power dissipation than an integrated dual-

channel solution.

Linear regulator solution saves cost and

space over a switching DC/DC solution.

U1 monitors the input supply.

Q3 and Q4 provide monotonic soft-start to

Veeint and Veco.

Sequence is Vvt then Vecaux then Vo,

but can be changed by altering the EN pin

connections.

Reduce cost by using lower current LDOs

from the TPS79xxx family for U2, U3, U4.

Adapt for 3.3-V input supply:

©o Omit U3 circuit

o U2 is shown current limited to 800 mA @
T, = 55°C given a 5-V input supply and
no airflow, due to power dissipation.
With a 3.3-V supply, U2 will support up to
1.4 A if changed to aTPS78601 1.5-A LDO.

o Replace TPS3809K33 with TPS3809L30

o Resize R4

5-V Supply/Adaptable to 3.3V

u1
TPS3809K33

uz
TPS79601

See soft-start circuit notes in design above.

1.2V Up to 800 mA

Digital
VCCINT

vop /RST

ua
TPS79425
250-mA LDO

255V Up to 250 mA Digital

vout

GND BYP

c5

1H

VceAux

33VUpto15A

Complete schematics available at: power.ti.com/xilinxfpga

cs—L cs—L usJ_“_ —Lcm
:|_: R8

Vceco

For 3.3-V configuration, see page 5.
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Spartan™-3/3E/3L Design 6

Switching DC/DC Converter-Based, 6-A V¢ r Solution

» Highly efficient Voonyt @and Vg rails up to
6 A. Interchange any of the TPS54x10 family
of parts for different current levels from
1.5 A to 9 A. (See page 16 for pin compatibility).

* SWIFT™ (Switcher with Integrated FET)
TPS54610 adjustable design allows use of
smaller inductor, ceramic capacitors.

* Fixed TPS5461x 1.2-V and 3.3-V design
with internal compensation and tantalum
capacitors available.

* Use SWIFT design software to customize
external components, or see the web for
complete schematics.

* Integrated UVLO monitors input supply and
integrated soft-start of U1/U3.

. Sequence is VCC|NT then VCCAUX then Vcco,
but can be changed by altering the EN pin
connections.

+ Additional Vg rails easily added and
sequenced using TPS54xxx PWRGD feature
and enable.

» Adapt for 3.3-V supply:
© Omit U3 circuit

5-V Input Supply/Adaptable to 3.3V

o u1
TPS54610

6.0-A Switcher

12VUpto6A

PH

T
-

SS/

ENA

VBIAS

Digital
VCCINT

PWRGD

u2
TPS79425
250-mA LDO

25V Upto250 mA

Digital

Vccaux

Digital

Vceo

For 3.3-V configuration, see page 5.

Virtex™-1l/ Virtex-1l Pro™ Design 1

Module-Based, 6-A V¢t Solution

« Simple to use plug-in modules.

+ Highly efficient Voo nt @and Vo rails.

+ Additional Vg rails easily added.

* Interchange modules to support:
©6Ato30A
© 5.0-V or 12-V input supply
© Minimum input and output capacitors

may change depending on application

* Reduce cost by using lower current LDOs
from the TPS79xxx family for the
RocketlO™ power section.

1
Rocketl0™ Power Section I

AVccauxtx: Vecauxrx: AVTrx: and AVrry
are shown powered by independent linear

regulators but they may all be powered by
the same linear regulator, if desired. See
TPS79xxx and TPS786xx LDO selection
guide (see page 16).

3.3-VInput Supply
PTH03000
T 6-A Module

vout

GND VOADJ

6-A Module
N

15VUpto6A Digital
_]_ VCCINT
“T

vout
VOADJ

GND

Virtex-Il Pro

Circuit shown powering 8 of 24
Rocket|0™ Multi-Gigabit
Transceivers (MGT).

All unused RocketlO transceivers
must be connected to power (2.5 V)
and ground.

Virtex-1l
Omit this circuit.

Digital Virtex-Il
VeeAux VecAuxis 33V
25VUpto6A
_]_ Other 25 V Circuits
cAI
"~ 33VUpto6A Digital
Vceo
Rocketl0™ Power Section

| u3 .:
| TPS79525 LDO Aea':g )((ar)x |
| [cs 25V @500 mA c6 Srlplibar
| per MGT I

= = |
I w ,
| TPS79525 LDO A\AIET:IAOS )((I:I)X I
| |c7 25V @500 mA c8 25V @ 35 mA
| per MGT :
I Us |
y TPS79401 LDO AR‘:& )((ﬂ) |
I feo SHFE@ED SRRl 152625V @ 30 mA

|

| -‘y per MGT |
| = = 'm =
| Us |
| TPS79401 LDO A'/'\:/I?-? ;ﬂ) |
| CIII Adjust @ 250 mA RG CIZI 13_2.525‘,%15"' |

-" per MGT
| = = = |
R R _

Complete schematics available at: power.ti.com/xilinxfpga
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Virtex™-1l/ Virtex-1l Pro™ Design 2
Switching DC/DC Converter-Based 6-A V., Solution

+ Highly efficient Vet and Vo rails up 5-V Supply/Adaptable to 3.3V
to 6 A. Interchange any of the TPS54x10 ° v
family of parts for different current levels TPSsac10

6.0-A Switcher

from 1.5 A to 9 A. (See page 16 for pin 15VUpto6A Digital

e 1 L L VCCINT
compatibility.) BOOT é{ €
i

|
n

* SWIFT™ (Switcher with Integrated FET) = PGND y

TPS54610 adjustable design allows use of COMP I

smaller inductor, ceramic caps. o AA YW
» Fixed TPS5461x 1.5-V and 3.3-V design with = PWRGD AGND YW YW

internal compensation and tantalum caps
available.

* Use SWIFT design software to customize
external components, or see the web for
complete schematics. T wsopspwe

 Integrated UVLO monitors input supply and N = M

Virtex-Il
VCCcAUX is 3.3V

25V Upto 250 mA Digital

_L Vecaux

external capacitor controlled U1/U3. u
TPS54610

. Sequence is VCC|NT' VCCAUX then Vcco, but
can be changed by altering the SS pin
connections.

+ Additional Vg rails easily added and
sequenced using TPS54xxx PWRGD feature
and ENABLE.

» Adapt for 3.3-V supply:
©o Omit U3 circuit

33VUpto6A Digital
RS Veco

I Rocketl0™ Power Section | |
| Refer to V-1l Pro Design 1 |
|

Virtex™-I1/ Virtex-1l Pro™ Design 3
Modular-Based 15-A V¢ Solution

» Simple to use plug-in modules. 5-V Supply/Adaptable to 3.3V or 12V
* Powers one or multiple FPGAs.
« Highly efficient Voot and Ve rails. PTHOSOID

15-A Module

* Integrated UVLO monitor input supply and - vIN 15VUpto15A —
ACTRK il 1 VCCINT
c2
I

o)

fixed soft-start of U1/U2/U3 provides GND_VOADJ
monotonic rise.

* Auto-Track™ connected as shown provides
simultaneous sequencing. Supply voltage iy 15°A Module 25VUpto15A
supervisors can be added for sequential _I_ ATRC oo uoAny 1 Dicital
sequence. See the web for alternate MI veco
implementations.

* Interchange modules to support: 15 Module 3V Upto 15 il
©6Ato30A J_ TRK cvn vgggj 1 ! veco
o 3.3-V or 12-V input supply
© Minimum input and output capacitors JHeryem——

may change depending on application | fiefer to V-1l Pro Design 1

Digital Virtex-1l
Veeaux VCCAUX is 33V

Complete schematics available at: power.ti.com/xilinxfpga
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Virtex™-I1/ Virtex-11 Pro™ Design 4

Low-Voltage Switching DC/DC Controller-Based, 20-A V., Solution

Powers one or multiple FPGAs.

Highly efficient Voo nt @and Vg rails up

to 20 A.

Flexible controller design allows optimiza-
tion for size, power dissipation and cost.
Use TPS40K™ and SWIFT™ design soft-
ware to customize designs, or see the web
for complete schematics.

Adjustable TPS541x allows use of smaller
inductor, ceramic capacitors.

Fixed TPS5461x design with internal

compensation and tantalum caps available.

Interchange any of the TPS54x10 SWIFT
family of parts for different current levels
from 1.5 A to 9 A. (See page 16 for pin-pin
compatibility.)

External capacitor controlled soft-start of
U1, U2 and U3 provides monotonic rise.
Sequence is VCC|NT' VCCAUX then Vcco, but
can be changed by altering the SS
connections.

Additional Vg rails easily added and
sequenced.

Adapt for 3.3V supply:

o Omit U3 circuit

5-V Supply/Adaptable to 3.3V
(o]

ILIM/SYNC

MA l MA

BT1

15VUpto20A

7
=
T
E

WY

25VUpto6A

33VUpto20A

Digital
VceInT

Virtex-1l
VecAUX is 3.3V

Digital
Vecaux

Digital
Vcco

=

T

Digital
Veco

= I[ Rocketlo™ Power Section ||

Refer to V11 Pro Design 1 I

Virtex™-I1/ Virtex-1l Pro™ Design 5

High-Voltage Switching DC/DC Controller-Based, 12-A Vs Solution

Powers one or multiple FPGAs.

Highly efficient Vo iyt and Vg rails up
to 12 A.

Flexible controller design allows optimiza-
tion for size, power dissipation, and cost.
Use TPS40K™ design software to
customize designs, or see the web for
complete schematics.

External capacitor controlled soft-start
provides monotonic rise and integrated
UVLO of U1/U2 monitors input supply.
Sequence is Veent: Veco then Vecaux-
Additional Vg rails easily added and
sequenced.

Reduce cost by using lower current LDOs
from the TPS79xxx family for U3.

12-V Supply
o

12V

Buck Controller

ILLM
KFF
VFB

§S/SD

BP5

L1

15VUpto12A

Digital

HAT2167H | |
Lo

R10

c1o

—

—
cn

1
c13
%mml

Buck Controller

KFF

C16

c17
—

C18  R15

C19

VFB
comp

$S/SD
BP5

BP10
PGND/

1l AVAVA
o 2
2

BOOST

HDRV

sw
VIN

LDRV
RT

L2

33VUpto12A

VCCINT

Digital

I

R22 C25 na
—
C24
c23

U3

EN 250-mALDO

VIN

MSOPS8PWP

TPS79425

vout

25V Up to 250 mA

Vcco

Virtex-1l
Vecaux is33V

GND BYP

Rocketl0™ Power Section

Refer to V-1l Pro Design 1

Complete schematics available at: powerti.com/xilinxfpga

[221:‘1'2

Vccaux
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Virtex™-4 Design 1 and 2

SWitChing Dual DCIDC contm"er, 8'A Vcc“\"' from V|N = 12'V alld B'A Vcc"\"’ fI'Om VlN = 5

* Powers one or multiple FPGAs.

» Flexible dual controller (TPS51020) design
allows optimization for input voltage
(4.5 v to 28V), output power, 2 size,
power dissipation and/or cost.

* DDR termination provided.

» External capacitor controlled soft-start
provides monotonic rise.

» Sequence is VeeinT: Vecaux and Veco-

* For a5V,y @ 6-A solution using TPS51020,
please refer to (PR448) at: www.ti.com.

* Use TPS40K™ software for other output
power requirements.

33V@8A

OUTGND2 i
out2_p L
TEq18

E

——c17 dlzldlg

>

=@
-]

4

(=
\AAS
i

[}
ol2lol|
06

32
AAA 4 I

e

o,
+
<}

- G|

c21
12V@4A

Complete schematics available at: powerti.com/xilinxfpga

u2
TPS3808G12DBVR
Uypp  RsTL

2

25V@4A

Vecaux_Veco )

C45

DDRI_TERM
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Virtex™-4 Design 3
SWIFT™ (TPS54350 Series) DC/DC Converter, 3-A Vo from V=12V

nghly efficient VCCINTI VCCAUX and VCCO up
to 3A.

SWIFT™ (Switcher with Integrated FET)
TPS54350 with fixed 12 V|y.

External capacitor controlled soft-start
provides monotonic rise.

Sequence is VCCINTI VCCAUX and Vcco, but
can be changed by altering EN pin
connections.

Additional V¢ rails can be added and
sequenced using TPS54350 PWRGD feature
and ENABLE.

Use SWIFT design software to customize
external components.

12V

U1
1 TPS54350PWP

- 12V@3A
Veeinr

12V

- 25V@3A
Veeaux_Veeo

A Enp
A comp  vsense El

33vVaesaA

AGND (10 ]

Veco

Virtex™-4 Design 4
TPS75003 Triple Supply Provides 3-A V¢ from V=5V

TPS75003 has two, up to 95%-efficient, up
to 3-A buck controllers and one 300-mA
LDO in a condensed 20-pin QFN package.
External capacitor controlled soft-start for
all three supplies.

Start-up sequence is Veoint Vecaux: then
Veco: but can be changed by altering the
EN pin connections.

Easily redesigned for V| = 3.3V and/or
other output power levels with design
software.

See power.ti.com/xilinxfpga for more designs.

5Viy

EN1

2 DGND DGND

s

-

cs

12V@3A

J_ Veeint

J_CH c13
I

33V@3A

t]_ _L Veeo

25V @300 mA

Complete schematics available at: power.ti.com/xilinxfpga

AA
YVV

Vecaux

c12

<

AA
\AS
=
[



TEXAS INSTRUMENTS  4Q 2005 POWER MANAGEMENT REFERENCE GUIDE |13

CoolRunner™-Il Design 1
Single Li-lon/Li-Pol Battery Power Source (V,, 2.7V - 4.2 V)

* Synchronous, up to 90%-efficient SEPIC
converter with 300-mA output current from

1.8-V input.

 Integrated 200-mA reverse voltage [ Sequencing Circuit
protected LDO for core output voltage. o is ! 1.

e Dual input or dual output mode (optional). ECEX? s b © T

* Available in a 16-pin, QFN 4 mm x 4 mm - B 5 o i = =

or in aTSSOP-16 package.
* AdjustV|g levels by sizing R4 and R5

Veore

appropriately (See table below). !
I
R8 |
I
Voltage = |
(v) cio = :
15 909 k s J
18 909 k 348
2.5 1.0M 249
33 1.0M 178

CoolRunner™-Il Design 2
Dual NiMH/NiCD/Alkaline Battery Power Source (V,, 1.8V - 3.0 V)

* 96%-efficient synchronous boost converter
providing 500 mA with a 1.8-V input.

» Cap-free LDO providing 400 mA.

» Sequencing of Voogrg then V|g for reliable
startup.

Sequencing Circuit

173
0 TPS61020DRC

Vio

» Adjustable V|5 with R4 and R5. T T
R4 ca c5
(See table below). I I
RS N -
Voltage ’
(V)
2.5 249 1.0
3 178 1.0
Veore

Complete schematics available at: power.ti.com/xilinxfpga
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CoolRunner™-Il Design 3

Single Li-lon, Li-Poly or 2/3 Cell in Series NiHm, Ni-CD, Alkline (V,, 27V -5.5V)

* TPS736xx LDO provides 400-mA current for
Vo in a small 8-pin SON.

» TPS79918 LDO provides 200-mA for VcoRe-

» Sequence with EN pin on TPS736xx.

+ Adjustable V|g with 1.5-V, 1.8-V, 2.5-V
versions of the TPS736xx.

EN

u2
TPS736xxDRB

IN  ouTL

I

NC
€2 l Ey NC
& GND NR/FB

PwrPd

Sequencing Connection

U1
TPS79918DDC
1 5

I

Vio
c3

Veore

c1

1

CoolRunner™-Il Design 4

Single Li-lon /Li-Poly Battery Power Source (V,, 2.7V -4.2V)

e Dual 260 mA @ 3-V LDO solution in a small
10-pin package.

+ Simple sequencing of Vcogre then Vg with Vin
EN pin.
+ Adjustable V|g with R1, R2, and C4
(See table below). EN
T
V)
1.5 1.15 30.1 100
18 14 30.1 33
25 316 30.1 22

c1

I

U1
TPS71219DRC
8 1

c3

I

Complete schematics available at: power.ti.com/xilinxfpga
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Information at Your Fingertips
www.ti.com/analoglit

Tl has a full line of Power Management oo

literature to help in your design process: Frrg, Sine On —

e Power Management Selection Guide ‘ e o ———
e Fusion Digital Power™ Control Solutions
¢ Plug-in Power Product Selector Guide

® Portable Power Management Sine On

e System Power Management Sine On J

¢ Reference Design Cookbook

I_ead (Ph)-Free SOIUtiO“S Examples of Pb-Free package

types available or planned for

from Texas Instruments selact devices by end of 2005:
« LOFP «SOP
Tl is a leader in the supply . M?croStar BGATMTM « SOT223
of Lead (Pb)-Free integrated * MicroStar Junior *S0T23

. * MSOP * SSOP
circuit packages. Currently, « NanoFree™ «T0-220

more than 30 billion Tl Pb-Free « PBGA « TQFP
components are in the field, « PDIP «TSOT
and many new Ph-Free devices PLCC » TSSOP

are being added every year. * PowerPAD™ * TVSOP
* QFN
« QFP
For all your Lead *QSOP

(Pb)-Free questions, visit * SC70

_ _ *SIP
www.ti.com/quality «S0IC

Pb-Free
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Selection Guides

Low Dropout Regulators (LDO)

Output Options
Vo
@l
(mV) Fixed Voltage (V) (V)

Positive Voltage, Single Output Devices

Accuracy (%)

Packages

TPS793xx 200 77 170 18,2528 28530,33,475 12to55 27 55 2 v EN,BP  22yF C RFLow Noise, High PSRR 0.28
TPS79xx 250 145 170 1.8,25,28,30,33 12t055 27 55 3 v v EN,BP  22yF C RFLow Noise, High PSRR 0.65
TPS795xx 500 105 265 16,1.8,25,30,33 I2wGE |47 |58 | 2 v EN, BP 1pF C  RFLow Noise, High PSRR 1.05
TPS796xx 1000 200 265 1.8,25,28,30,33 12t055 27 55 2 v v EN, BP 1uF C RFLow Noise, High PSRR 1.10
TPS786xx 1500 390 265 18,25,28,30,33 12t055 27 55 2 v v EN, BP 1pF C  RFLow Noise, High PSRR 1.35
UC382-x 3000 350 6mA 115, 24il, 2 120t060 1.7 75 1 v — 100 uF T Separate VBIAS 2.70

Txx represents the voltage option. For example, 33 represents the 3.3-V option. The adjustable output voltage option is represented by 01.
2EN = Active High Enable, BP = Bypass Pin for noise reduction capacitor.
3r= Tantalum, C=Ceramic output capacitor. TPS795/796/786xx minimum C is only 1 uF but 2.2 uF was used in the reference designs to minimize the bill of materials since

the input capacitor requirement is 2.2 uF.

4Suggested resale price in U.S. dollars in quantities of 1,000.

Dual Output LDOs
LMM outpm =) .ME -
Vpor Vnoz M
@ly | @lg, Fixed Voltage Accuracy| PWP ...
(mV) | (mV) (v) (%) Package PG | SVS Seq Noise | Viy VIN Description
TPS703xx 2000 1000 160 3.3/2.5,3.3/1.8, 2 21 22 uF T Dual Output LDO with 2.35
3.3/1.5,3.3/1.2 Sequencing
TPS704xx 2000 1000 160 — 185 3.3/253318 v 2 v 12 55 v v Vv v 27 55 22yFT Dual Output LDO with 2.35
3.3/1.5,3.3/1.2 Independent Enable

1T = Tantalum output capacitor.
ZSuggested resale price in U.S. dollars in quantities of 1,000.

Switching DC/DC Converters

Features

g

2 =

=y =

Vor | Vor | £ | B Dual Input
lout Vin Adj Fix Efficiency | £ % 8 Busp Current | Thermal | Package

Device (mA) (V) (V) (V) % SIE = Shutdown (33,25V) Limit Limit | TSSOP EVM Price!
SWIFT™ Step Down (Buck) Converters — up to 9 A
TPS54110 1500 30t06.0 09to45 = 90 700 36 v v v v 20 v 2.00
TPS54310 3000 3.0t06.0 09t0 45 = 90 700 6.2 v v v v 2 v 2.35
TPS54311 3000 3.0t0 6.0 = 09 90 700 6.2 v v v v 2 235
TPS54312 3000 3.0t06.0 = 12 90 700 6.2 v v v v 2 2.35
TPS54313 3000 3.0t06.0 = 15 90 700 6.2 v v v v 2 2.35
TPS54314 3000 3.0t06.0 = 18 90 700 6.2 v 4 v 4 2 v 2.35
TPS54315 3000 3.0t06.0 = 25 90 700 6.2 v v v v 2 2.35
TPS54316 3000 3.0t06.0 = 33 90 700 6.2 v 4 v 4 20 2.35
TPS54350 3000 45t020 09t0 12 = 85 700 9 v v v v 16 v 2.0
TPS54610 6000 3.0t06.0 09t0 45 = 90 700 n v v v v 2 v 3.35
TPS54611 6000 30t06.0 = 09 90 700 n v (4 v 4 28 3.35
TPS54612 6000 3.0t06.0 = 12 90 700 1 v v v v 2 3.35
TPS54613 6000 30t06.0 = 15 90 700 n v 4 v 4 28 335
TPS54614 6000 3.0t06.0 = 18 90 700 1 v v v v 2 v 3.35
TPS54615 6000 3.0t06.0 = 25 90 700 n v v v v 2 3.35
TPS54616 6000 3.0t06.0 = 33 90 700 1 v v v v 2 3.35
TPS54810 8000 4010 6.0 09t0 45 = 85 700 n v v v v 2 v 3.95
TPS54910 9000 30t04.0 09t025 = 90 700 n v 4 v 4 28 v 4.20
TPS54974 9000 22t04.0 02t025 = 90 700 n v v v v v 2 v 4.20
1Suggested resale price in U.S. dollars in quantities of 1,000. New products appear in BOLD RED.

Complete schematics available at: power.ti.com/xilinxfpga
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Selection Guides

Switching DC/DC Controllers

Driver Output LUENT
Current Current Multiple Voltage
(A) Range (A) Outputs | Positioning Protection’ Comments

Performance Processor Power Supply Controllers (Synchronous Rectification)

TPS64200 18t06.5 6.5 1.2 2 0.150 0to3 No No 0CP, UVLO Non-sync buck in SOT-23 0.55
TPS40021 2.25t05.5 4 0.7 1 1 10to 20 No No 0CP, UVLO Enhanced flexibility with user programmability 1.15
TPS40055 81040 30 0.7 1 1 3to15 No No 0CP, UVLO Wide input range sync buck, source/sink 1.35
TPS40061 10 to 55 40 0.7 1 1 1t08 No No 0CP, UVLO Wide input range sync buck, source/sink 1.40

Tocp = over-current protection; UVLO = under-voltage lockout.
ZSuggested resale price in U.S. dollars in quantities of 1,000.

Plug-In Power Solutions

Input Bus Pour (EETE Vg Range Vo
Device! Voltage (V) or lgyt (A) Outputs (v) Adjustable Price2
Non-Isolated Single Positive Output
PTH03010/20/30/50/60 33 15,22, 30, 6, 10 No 081025 Yes 11.60, 18.15, 25.00, 6.90, 9.80
PTH05010/20/30/50/60 5 15, 22, 30, 6,10 No 0.81t03.6 Yes 11.60, 18.15, 25.00, 6.90, 9.80
PTH12010/20/30/50/60 12 12,18, 26,6, 8 No 12t0 55 Yes 11.60, 18.15, 25.00, 6.90, 9.80

Tsee power.ti.com for a complete product offering.
ZSuggested resale price in U.S. dollars in quantities of 1,000.

Supply Voltage Supervisors (SVS)

E |3 < | <
= ¢ | 52| 2
o= — -
§3 |58 (33| <E
Number of Supervised gz | 2 E 28| 88
Supervisors Voltages Packages =S | =S| 22| £
TPS3809 1 2.5/3.0/3.3/5.0 SO0T-23 9 200 — — — PP! Small, low cost 0.29
TLC77xx 1 Adj./2.5/3.3/3.0/5.0 S0-8, DIP-8, TSSOP-8 9 Prog — — v PP Universal SVS with broad voltage range and both ~ 0.65
active-low and active-high reset
TPS3808 1 Adj./.0/1.2/1.5/1.8/2.5/ SOT-23 24 Prog — v — 0D — 0.70
3.0/3.3/5.0

Tpp= push-pull; 0D = open drain.
ZSuggested resale price in U.S. dollars in quantities of 1,000.

Active Bus Terminator’ (DDR) Converter (with Integrated FETs) Solutions

Switching Frequency Package
lout (mA) Vour Efficiency % (max) (kHz) TSSOP
90 700 2 2.35

TPS54372 3000 3.0t06.0 0.2t0 45 v

TPS54672 8000 30t06.0 0.2t0 4.5 90 700 28 v 3.35
TPS54872 8000 401t06.0 0.2to 45 85 700 28 v 3.95
TPS54972 9000 30t0 4.0 0.2to 45 90 700 28 v 4.20

Tracks externally applied reference voltage.
ZSuggested resale price in U.S. dollars in quantities of 1,000.

Active Bus Terminator’ (DDR) Controller (with External FETs) Solutions

Switching
lout3 Vour2 Vours Frequency Light Load Selectable
(buf. VREF) (V1) (buf. Vyes) Selectable Efficiency Output Package
(mA) Fixed (V) Fixed (V) (kHz) Mode Discharge TSSOP

TPS51020 10 5 3 45Vto28V 0.9t0 90% ViN 1/2Vppa 1/2Vppa 210, 360, 450 Yes Yes 30 3.15

TSolution includes Vppa V7. and buffered Vigge outputs.
ZSuygested resale price in U.S. dollars in quantities of 1,000.

Complete schematics available at: power.ti.com/xilinxfpga
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DSP Selection Guide

gnverte’

Sece jifer and 0542 Z50
Power Management Selection Guide AmplTe lpction

Products Applications

Amplifiers amplifier.ti.com Audio www.ti.com/audio

Data Converters dataconverter.ti.com Automotive Wwww.ti.com/automotive

DSP dsp.ti.com Broadband www.ti.com/broadband

Interface interface.ti.com Digital control www.ti.com/digitalcontrol

Logic logic.ti.com Military www.ti.com/military

Power Mgmt power.ti.com Optical Networking www.ti.com/opticalnetwork

Microcontrollers microcontroller.ti.com Security www.ti.com/security
Telephony www.ti.com/telephony
Video & Imaging www.ti.com/video
Wireless www.ti.com/wireless

Complete schematics available at: power.ti.com/xilinxfpga



TI Worldwide Technical Support

Internet

Tl Semiconductor Product Information Center
Home Page
support.ti.com

Tl Semiconductor KnowledgeBase Home Page
support.ti.com/sc/knowledgebase

Product Information Centers

Americas Asia
Phone +1(972) 644-5580 Phone
Fax +1(972) 927-6377 International +886-2-23786800
Internet/Email support.ti.com/sc/pic/americas.htm Domestic Toll-Free Number
_ _ Australia 1-800-999-084
Europe, Middle East, and Africa China 800-820-8682
Phone Hong Kong 800-96-5941
Belgium (English) +32 (0) 27 45 54 32 Indonesia 001-803-8861-1006
Finland (English) +358 (0) 9 25173948 Korea 080-551-2804
France +33(0)13070 11 64 Malaysia 1-800-80-3973
Germany +49(0) 816180 33 11 New Zealand 0800-446-934
Israel (English) 1800 949 0107 Philippines 1-800-765-7404
Italy 800791137 Singapore 800-886-1028
Netherlands (English) ~ +31 (0) 546 87 95 45 Taiwan 0800-006800
Russia +7 (0) 95 363 4824 Thailand 001-800-886-0010
Spain +34 902 35 40 28 Fax 886-2-2378-6808
Sweden (English) +46 (0) 8587 555 22 Email tiasia@ti com
United Kingdom +44 (0) 1604 66 33 99 ti-china@ti.com
Fax +49) (0) 8161 80 2045 Internet  support.ti.com/sc/pic/asia.htm
Internet support.ti.com/sc/pic/euro.htm ) i
Important Notice: The products and services of Texas Instruments
Incorporated and its subsidiaries described herein are sold subject to TI's
Japan standard terms and conditions of sale. Customers are advised to obtain the
most current and complete information about Tl products and services
Fax International +81-3-3344-5317 before placing orders. Tl assumes no liability for applications assistance,
. customer’s applications or product designs, software performance, or
Domestic 0120-81-0036 infringement of patents. The publication of information regarding any other
. . . oo company's products or services does not constitute Tl's approval, warranty
Internet/Email International support.ti.com/sc/pic/japan.htm or endorsement thereof.
Domestic www.tij.co.jp/pic
Technology for Innovatoars, the black/red banner, the curving stream design, Auto-Track, MicroStar BGA, A042605

Micro Star Junior, NanoFree, PowerPAD, Fusion Digital Power, SWIFT and TPS40K are trademarks of
Texas Instruments. All other trademarks are the property of their respective owners.

© 2005 Texas Instruments Incorporated %
Printed in U.S.A. by Munoz Printing, Dallas, Texas TEXAS
@ Printed on recycled paper INSTRUMENTS



Wi TEXAS INSTRUMENTS Technology for Innovators™

I Triple Supply
—— 0.033= =0.033 ™
5V INPUT TPS75003 POWGrS Spartan '3
= IN1 IS1
The TPS75003 power management IC for Xilinx's
100 uFJ- IN2 % sSwW1 = . ;
l . - o)ttt :’020"';Tat Spartan™-1/1IE/3 series of FPGASs integrates mul-
) EN1 IS2 y 2A tiple functions to significantly reduce the number of
~ 2 external components required and simplify design.
Ss1 Imﬂ = Applications include DSL modems, set-top boxes,
EN2 0 b plasma TV display panels and DVD players.
Vesaue 5pH Veco Features
— +—3.3Vat ol
3 2A — Two 95%-efficient, 3-A buck controllers and one
L o) T 619kz 300-mA LDO
DGND ‘ 3 I 100 uF — Adjustable output voltages from 1.2 V for bucks
i %5k = and from 1.0V for LDO
1.5 nF- = L — Input voltage range of 2.2 Vto 6.5V
i ;’cvux — Independent soft-start for all three power supplies
.5V at
300 mA — LDO stable with small ceramic output capacitor

61.9k=

— Independent enable for each supply for flexible
sequencing

10 pF

\AJ
AlHl—.

154 k=

LERAA

— 4.5 mm x 3.5 mm x 0.9 mm 20-pin, QFN package
—$1.90: 1 K price
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